MARS NEEDLE VALVES, GLOBE VALVES, GATE VALVES, CHECK
VALVES, Y-STRAINERS

ND-6000 ND-6000A AND-6000
1/8" to 1" 1/8" to 1" 1/8" to 1"
CF8M CF8M CF8M
6000 PSI 6000 PSI 6000 PSI

AND-6000A AND-6000D AND-10000
1/8" to 1" 1/8" to 1" 1/8" to 1"
CF8M CF8M A105

6000 PSI 6000 PSI 10000 PSI

|GATEVALVES | GLOBE VALVES Y-STRAINERS

GT-200 GT-F Flanged  GB-200
1/2" to 2" 1/2" to 12" 3/8" to 2"
CF8M CF8M/WCB CF8M
200 PSI ANSI 150/ 300# 200 PSI

PN 10-40

SW-200

Swing Check Valve
3/8" to 3"

CF8M

200 PSI

YSC-800

Y-Spring Check Valve
1/4" to 2"

CF8M

800 PSI

YGB-800 YS-800
1/4" to 2" 1/4" to 2"
CF8M CF8M
800 PSI 800 PSI

WC-100

Wafer Check Valve

1/2" to 4"

CF8M

ANSI Class 150 / 300 Lb
PN 10 - 40

YS-F

1"to 12"
CF8M/WCB
ANSI 150/300#
PN 10 - 40

SLC-3 3-Piece Spring
Loaded Check Valve
1/4" to 4"

CF8M

800/ 1000 PSI

DWC-1 Dual Plate Wafer Check Valve NRC-1 Non-Return Wafer Check Valve

Size: 2"-24"

Body: Stainless Steel,
Carbon Steel,
Cast Iron

Plate: Stainless Steel,
Bronze

Seat: NBR, CR, VITON,
Metal, Stellite

Installation Dimensions:

ANSI, PN 10 -10, JIS 10K

Size: 2"to 8"
Body: S25C, SUS 304,
SUS 316
Disc: CF8, CF8M
Clapper Seal: NBR, FPM,
PTFE

Body Seal: NBR, FPM,

METAL
ANSI 150#, PN 10/16,
JIS 10K
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